TERMOFORMADORA AUTOMATICA COBRA
660

Descri¢ao:

A TERMOFORMADORA AUTOMATIQA 660 permite enormes taxas de produtividade e garante
uma gestdo mais simples do armazém. E caracterizada pela confiabilidade, facilidade de limpeza /
manutencdo e programas operacionais simplificados.

Caracteristicas Técnicas

Dimensoes da mdquina: 10000 x 1500 x 2000 mm
Comprimento do transportador de alimentag¢do: Feito sob medida

Peso: 1000 kg

Estrutura: AlSI 304 (AISI 316, quando solicitado)
Conexdo elétrica: 400 V (3ph + N + PE)
Poténcia elétrica: Min. 12 kW

Pressdo: 6 bar

18 apenas vedagdo; 16 somente vacuo;

Ciclo / min aprox: 14 atmosfera modificada

Largura maxima do filme: 660 mm (superior / inferior)

(rolo enorme disponivel)

DiGmetro maximo do filme: 400/400 mm (superior / inferior)

Classe de proteg¢ao: IP 57

Filme usado: Flexivel e Rigido
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The Automatic Thermoforming Machine COBRA 660 satisfies the most demanding
needs about machine’s speed.

The COBRA 660 enables huge productivity rates and guarantees lower materials costs
and a simpler warehouse management.

The COBRA 660 is characterized by reliability, ease of cleaning / maintaining and sim-
plified operating programs and die set changeover.

The COBRA 660 preserves also products’ quality with its strict control of gases remain-
ing within the tray, due to an accurate electronic sensor, and with its compliance to Euro-
pean Community Regulation 1935/2004/EC, that defines the requirements for materials

Machine dimensions

intended into contact with food.

From 10000 x 1500 x 2000 mm

In feed conveyor lenght

Tailor made

Weight From 1000 kg

Frame AISI 304 (AISI 316 if requested)
Control PLC

Electrical connection 400 V (3ph+N+PE)

Electric power Min. 12 kW

Working pressure 6 bar

Cycle / min approx

18 only sealing; 16 only vacuum;
14 modified atmosphere

Vacuum pump

300 m*/h or more if requested

Die set max dimensions

Tailor made

Max tray dimensions Tailor made

Max film width

(top/bottom) oo

Max film diameter £ ;
(top/bottom) 400 / 400 mm (jumbo roll available)
Electrical components Schneider Electric - Siemens
Pneumatic components AIrTAC - SMC

Protection class 1RSS5

Film used Flex and Rigid

Main optionals:

dosing unit

automatic weigher
printer

photocell for printed film
on-shape punching unit
chilling unit

filter for dust or liquids

double film reel holder with
expansion shafts

fast die set changeover
(pneumatic system)

labeller

conveyed air dicharges
jumbo roll

vibrating plane
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